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UPS & Power Solutions Expert

BO LUU PIEN ONLINE

Online UPS

HP3116C PLUS Series

10 kVA /10 kW | Tower

HP3116C PLUS 10KT / 10KT XL

Y03I0TEC

Mat truéc 10KT
10KT front view

CONG SUAT
Capacity

10 kVA /10 kW

KIEU DANG

Configuration

Tower

CONG NGHE
Technology

Chuyén déi kép

Double conversion

PF 1.0

HE SO CONG SUAT
Output power factor

10KT

Ac quy tich hop: 16 x 12 V 9 Ah
Built-in batteries

Dong sac: 1-2 A, diéu chinh
Charging current: 1-2 A, adjustable

UNG DUNG Applications

Trung tam dir liéu Trung tam dir liéu
mini
Data center Mini data center

www.sorotec.com.vn

0O ms = 0.99

THOI GIAN CHUYEN MACH HE SO CONG SUAT VAO

Transfer time Input power factor
10KT XL

Ac quy ngoai: 192/240 VDC
External batteries: 16/20 units
Dong sac: 1-12 A, diéu chinh
Charging current: 1-12 A, adjustable

UPS vién théng Nguén dién trong  Giam sat giao théng San bay
yéu
Telecom UPS Critical power Traffic monitoring Airport



MAT SAU & KET NOI

Rear views & connections

HP3116C PLUS 10KT HP3116C PLUS 10KT XL

Input Broaker o )

P

L L
] -
Ban ac quy tich hop Ban st dung ac quy ngoai
Built-in battery model External battery model
HP3116C PLUS 10KT HP3116C PLUS 10KT XL
C6ng RS232 C6ng RS232
RS232 port RS232 port
Céng USB Céng USB
USB port USB port

Khe card théng minh (cé nap)
Intelligent card slot (covered)

C6ng tat khan cap EPO

Emergency Power Off

Khe card théng minh (cé nap)
Intelligent card slot (covered)

C6ng tat khan cap EPO
Emergency Power Off
B6 ngat mach dau vao
Input circuit breaker

B6 ngat mach dau vao
Input circuit breaker

Nap khu vuc cau dau day
Terminal-block cover

Nap khu vuc cau dau day
Terminal-block cover

© 00 0000
©O 00 0000

Cong tac UPS Bypass Cong tac UPS Bypass
UPS bypass switch UPS bypass switch
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THONG SO KY THUAT

Technical specifications

THONG SO / PARAMETER HP3116C PLUS 10KT HP3116C PLUS 10KT XL

TONG QUAN / GENERAL

Céng nghé UPS Chuyén déi kép

UPS Topology Double-conversion UPS
Cong nghé tiét kiém nang lugng Hiéu suat ECO online > 97%
Energy Saving Technology Online ECO Mode Efficiency > 97%
Tuong thich PFC cht dong Cé

Active PFC Compatibility Yes

KIEU DANG / PHYSICAL

Ki€u lap dat Tower

Form Factor

DPAU VAO / INPUT

Tuong thich may phat dién Ccé

Generator Compatibility Yes

Dlenl ap dau vao danh dinh 220/230VAC

Nominal Input Voltage

Dai dién ap dau vao 110~300VAC; 110~176VAC; 276~300VAC (gidm cong suat)
Input Voltage Range 110~300VAC; 110~176VAC; 276~300VAC (power derating)

Tan s6 dau vao

50/60Hz + 6Hz
Input Frequency

Nhan dién tan sé dau vao Cé
Input Frequency Detection Yes
Hé s6 cong suéat dau vao
= g = 0.99

Input Power Factor
Dau n6i nguodn vao Cau dau day
Input Connector Type Hardwire Terminal Block
PAU RA / oUTPUT
Céng suat

9 10KVA/10KW
Capacity
Dang s6ng Séng sin chudn
Waveform Pure sine wave

bién ap daura 208/220/230/240VAC 1%

Voltage
Cai dat dién dp dau ra Cé thé cai dat
Output Voltage Setting Configurable

Tan s6 dau ra 50/60Hz +0.1%

Frequency
Cai dat tan s6 Cé thé cai dat
Frequency Setting Configurable

Hé s cong suat dau ra

1
Power Factor
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THONG SO KY THUAT (TIEP)

Technical specifications (continued)

THONG SO / PARAMETER HP3116C PLUS 10KT HP3116C PLUS 10KT XL

Bdo vé qua tai Gidi han dong bén trong, bd ngat mach, cau chi
Overload Protection Internal Current Limiting, Circuit Breaker, Fuse

102% ~ 110% tai: 30 phdt, 110% ~ 130% tai: 10 phat, 130% ~ 150% tai: 30 giay,
>150%: 500 ms
102% ~ 110% load: 30 minutes, 110% ~ 130% load: 10 minutes, 130% ~ 150% load: 30 seconds,
>150%: 500 milliseconds

Qud tai & ché do dién ludi
Overload Protection (Line Mode)

102% ~ 110% tai: 10 phat, 110% ~ 130% tai: 1 phat, 130% ~ 150% tai: 10 giay,
>150% 500 ms
102% ~ 110% load: 10 minutes, 110% ~ 130% load: 1 minute , 130% ~ 150% load: 10 seconds,
>150% 500 milliseconds

Qua tai & ché do ac quy
Overload Protection (Battery Mode)

Qua tai & ché do bypass
Overload Protection (Bypass Mode)

DO méo hai - tai tuyén tinh

>150% tai : Ngay lap tuc
>150% load : Immediately

THD<2%

Harmonic Distortion (Linear Load)

Do méo hai - tai phi tuyén

9 =
Harmonic Distortion (Non-linear Load) THD<5%, PF=0.8

Téng s6 6 cam dau ra
Outlet(s) - Total

Loai 6 cam dau ra 1 cau dau day

Outlet Type Hardwire Terminal Block x 1

6 Iluu dién va bao vé chéng xung 1

Outlet (s) - Battery & Surge Protected

ThQ gian chuye.n mach oms

Typical Transfer Time

AC QUY / BATTERY

Théng s6 ac quy / dién ap DC 12V9Ah 192/240VDC

Battery

S6 lugng ac quy 16 binh 16/20 binh

Battery quantity 16 units 16/20 units

Thai gian luu dién & 50% tai 6.5 phut Phu thudc dung lugng ac quy
Runtime at 50% load 6.5 minutes Depends on battery capacity
Thoi gian luu dién 6 100% tai 3 phut Phu thuéc dung lugng &c quy
Runtime at 100% load 3 minutes Depends on battery capacity

Thoi gian sac lai théng thuong
Typical Recharge Time

Dat 90% trong 2 dén 4 gio
Reaches 90% charge within 2 to 4 hours.

Dong sac 1A~2A,diéu chinh
Charge Current 1A~2A,adjustable

1A~12A, diéu chinh
1A~12A, adjustable

Ac quy axit chi kin khi, mién bao duéng
Sealed lead-acid, maintenance-free battery

Loai &c quy
Battery Type
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THONG SO KY THUAT (TIEP)

Technical specifications (continued)

THONG SO / PARAMETER HP3116C PLUS 10KT HP3116C PLUS 10KT XL

HIEU SUAT / EFFICIENCY

Hiéu suat ché& d6 dién Iudi T6i da 95.5%; day tai 95%

AC mode Maximum efficiency 95.5%, full load efficiency 95%

Hiéu suat ché dé ac quy T6i da 95.3%; day tai 94.8% (20 binh)

DC mode Maximum efficiency 95.3%, full load efficiency 94.8% (20 units battery)

CHONG XUNG VA LOC NHIEU / SURGE & NOISE

Nang lugng chéng xung (J)

Surge Suppression (Joules) el

Loc nhiéu EMI/RFI Ccé

EMI/RFI Filtration Yes

QUAN LY VA GIAO TIEP / COMMUNICATION

Man hinh LCD Tai, dung lugng ac quy, ché dé dién Iudi, ché dé ac quy, ché doé bypass, chi bao 16i
LCD Panel Load, battery capacity, mains mode, battery mode, bypass mode, fault indication
Céng USB tuong thich HID 1

HID Compliant USB Port

Corjg noi tiép RS232

Serial Port

Céng tat khdn cdp EPO Cé

Emergency Power Off (EPO) Port Yes

Phan mém quan ly nguén Ccé

Power Management Software Yes

Giam sat tr xa SNMP/HTTP Co, véi card SNMP tuy chon

SNMP/HTTP Remote Monitoring Yes, with optional SNMP card

THONG SO VAT LY / DIMENSIONS

Kich thudc UPS (D x W x H) * o o - " o

UPS Dimensions (D*W*H) 454*188*610 = 2% (mm) 395*190*317 = 2% (mm)
Khéi lugng UPS o o

UPS Weight 59.5kg * 2% 9.8kg = 2%

MOI TRUONG / ENVIRONMENT

Nhiét QQ hoat dong 0-40°C

Operating Temperature

D6 am hoat dong 20-95% (Khong ngung tu)

Operating Relative Humidity 20-95% (Non-condensing)

Dq on <50db

Noise level

CHUNG NHAN / CERTIFICATIONS

Ching nhan

- CE-EMC, CE-LVD, EN/IEC 61000,EN/IEC 62040,GB/T4943,YD/T 1095,TLC etc.
Certifications*
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